


SPECIFICATIONS

Weight
38 lbs . (with blind -mate connector and sun 
shade)

Dimensions (inches) 24.0 L x 11.0 W x 11.0 H (without blind- mate 
connector and sun shade)

Laser Wavelength Peak wavelength: 830 nm ±15 nm

Transmi�©ed Beam 
Parameters 

Power:  250 ±50 mw during pulse (factory set for 
eye safety at zero range)

Beam Divergence: 125 mr ±20 mr FWHM
Beam Size at 10,000 meters: 1.5 meters (1/e)

nominal
Pulse Rate: 2.86 Hz nominal
Pulse Width: 0.100 second nominal

Eye Safe Range (NOHZ):
Zero meters(each standard system is adjusted 
to meet this requirement)

Environment

Outdoor/Marine to MIL-STD-810
�x Humidity, Salt Fog, Solar loading, Blowing 

Sand/Dust, and Blowing Rain
�x Temperature: -50 C to +75 C
�x Rela�Ÿve Humidity: 100%, validated with a 

complete immersion test on all units
�x Vibra�Ÿon: 3grms 50-500 Hz

Other AR coated BK-7 front window

LONG RANGE LASER POINTER/ DESIGNATOR

as seen through NVGs

Specifications are subject to change without notice.  Call for latest revision. 
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